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Wideband Transmitarray With Reduced Profile
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and Xuexia Yang , Member, IEEE
Abstract—This letter presents a wideband transmitarray (TA)
with reduced profile. A novel unit cell based on a wideband band-
pass filter is developed and applied to the design of the TA. The
TA consists of two identical trilayer frequency selective surfaces
(FSSs), thus it has a lower profile compared to traditional designs
that use at least four FSS layers separated by quarter-wavelength
air gaps to obtain the 360◦ phase shift range. The FSS has a pair
of square patches printed on the top and bottom layers, and a
square slot loaded by four microstrip lines printed on the middle
layer. The phase shift is achieved by simultaneously adjusting the
size of the square patches. Within the frequency band of inter-
est, the developed unit cell shows low insertion loss and sufficient
phase shift range. An equivalent circuit model is developed to bet-
ter understand the operating principles of the FSS. To validate the
design concept, one prototype operating at 13.5 GHz is designed,
fabricated, and measured. The measurement results show that the
designed TA achieves 16% 1 dB gain bandwidth and 60% aperture
efficiency. The developed unit cell has symmetric configurations so
it can also be applied to the design of dual-polarized or circularly
polarized TAs.
Index Terms—Frequency selective surface, low profile, transmi-
tarray (TA), wideband.
I. INTRODUCTION
H IGH-GAIN, wideband, and lightweight antennas arehighly desirable for many wireless systems, such as
satellite communications [1]. Compared to the phased array
antennas, reflectarrays and transmitarrays (TAs) avoid the use
of feed networks, thanks to the space-fed technique, while
providing comparable radiation performances at their operation
frequencies [2]. Thus, they have received much research interest
recently.
A TA consists of one or multiple feed antennas and an ar-
ray of unit cells. Compared to reflectarrays, TAs place the feed
antenna in front of the aperture without incurring any blockage
losses. This is especially advantageous when there is a need for
using multiple feeds to obtain multibeams or beam-switching
[3], [4]. Generally speaking, there are two approaches to design
TAs. The first approach is based on the array antenna, where one
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array antenna receives the RF signal from the feeding source and
transmits to another array antenna, which retransmits the RF sig-
nal with preadjusted phase to form a co-phasal beam in the far
field [5]–[7]. Due to the narrow bandwidth of the radiating ele-
ment and the insertion loss resulting from the “receive–transmit”
configuration, using this approach the TA normally has a narrow
bandwidth. For example, in [7], the TA unit cell consists of two
identical square patch antennas that were separated by a copper
ground plane, and the two patches were connected by a via. The
reported 1 dB transmission bandwidth of the unit cell is only
6.5%. Another approach is based on frequency selective surfaces
(FSSs). This approach uses FSS as “free-space phase shifter”
to obtain the desired phase delays to form the focused beam.
Because of the low insertion loss and wide bandwidth of the
FSS, the resulting TA has a wide bandwidth and high efficiency.
However, to achieve a phase shift range of 360◦, normally multi-
ple layers of FSSs separated by a distance of quarter-wavelength
is needed [8], which leads to a relatively high profile. In [8], a
wideband TA with 11.7% 1 dB gain bandwidth was presented.
This reported TA has four conductive layers, and each layer
is printed on a separated substrate. Between each substrate,
there is an approximately quarter-wavelength air gap, and the
total thickness of this TA is 0.76λ. Another wideband TA using
similar configuration was reported in [9], which also uses four
conductive layers printed on four substrates spaced by air gaps
to obtain the 360◦ phase shift range. The reported 1 dB gain
bandwidth is 15% with a total thickness of 0.65λ.
There are several reported works on reducing the profile of the
FSS-based TA designs while maintaining the 360◦ phase shift
range of the unit cell. For example, a TA element with two layers
of modified Malta crosses was presented in [10]. To increase
the phase shift range, four vias are employed on each unit cell.
Although the profile of the antenna was reduced, the 1 dB gain
bandwidth decreased to 5.9%. A low-profile TA based on spatial
phase shifters was reported in [11]. The unit cell consists of three
capacitive and two inductive layers. Although this TA unit cell
has a thin thickness, it has a relatively narrow bandwidth and low
efficiency. Moreover, the sizes of the capacitive patches at each
layer are different, which increases the synthesize complexity
when higher order FSS is used.
In this letter, a novel TA unit cell based on a wideband
bandpass FSS is presented. The developed FSS has three layers
printed on two substrates. The TA unit cell consists of two
such FSSs separated by a quarter-wavelength air gap, and by
using this unit cell, a wideband TA with a reduced profile and
high efficiency operating at 13.5 GHz was designed, fabricated,
and measured. Compared to other reported TA designs of
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Fig. 1. (a) Exploded and (b) side view of the unit cell of the TA. The copper
is represented by the color bronze.
similar gain bandwidth [8], [9], the presented design reduces
the profile to 0.36λ while maintaining the wideband operation
with promising aperture efficiency. Because the trilayer FSS
is printed on two substrates and does not require any vias, the
present design can be fabricated using standard printed circuit
board (PCB) process with relatively low fabrication cost. This
letter is organized as follows. Section II details the design and
analysis of the TA unit cell. Section III presents the design of
the TA, as well as the simulation and measurement results of
the prototype. Section IV concludes the letter.
II. DESIGN OF THE TA UNIT CELL
Fig. 1 shows the configuration of the developed unit cell. The
unit cell consists of a pair of trilayer frequency selective surfaces
separated by a distance of quarter-wavelength at the frequency
of interest. As shown in Fig. 1, the two square patches and one
square loop with four microstrips are printed on two dielectric
substrates of the same type. The unit cell has a symmetrical
configuration that makes it also suitable for dual-polarization or
circularly polarized applications.
The trilayer FSS is a wideband bandpass filter, and the wide-
band response of the FSS is achieved by creating a second-order
passband response. To achieve such response, a combination of
capacitive and inductive layers printed on two substrates is re-
quired [12]. To better understand the operation mechanism of
the FSS, the equivalent circuit model of the trilayer FSS is de-
veloped and is shown in Fig. 2. To simplify the analysis, this
model assumes that there is no loss from the dielectric and the
conductor. The square patch, which is printed on the first and
third layers, is modeled as a parallel LC circuit (L1 and C1).
Layer two can be regarded as a combination of a square loop in
parallel with inductive microstrips. The square loop is modeled
as a parallel LC circuit (L4 and C4) in series with two inductors
(L3), and the conductive strips are modeled as a series LC cir-
cuit (L2 and C2). The capacitance C5 is the coupling between
Fig. 2. Equivalent circuit model of the trilayer FSS working as a wideband
passband filter.
Fig. 3. Simulated reflection coefficient of the FSS with varied size of
W2 and W3 .
different layers. By adjusting the size of the square loop (W2
and W3) in the second layer, the two passbands can be tuned to
achieve a wideband response. In the equivalent circuit model,
changing the size of the square loop is equivalent to adjusting
the values of L4 , C4 , and L3 . Fig. 3 shows the simulated reflec-
tion coefficient of the FSS with varied size of W2 and W3 . In
these simulations, the unit cell is chosen to operate at 13.5 GHz.
The unit cell has a period of 6 mm and is printed on two Roger
4003C substrates (εr = 3.55, tanσ = 0.0027) with thickness
of 0.8 mm. The simulations were performed by using periodic
boundary conditions with Floquet ports in the electromagnetic
(EM) simulator Ansys HFSS. As shown, the second layer con-
tributes to multiple resonances of the FSS, and it controls the
frequency ratio between these two resonances. These values are
optimized in order to obtain the minimum insertion loss at the
frequency band of interest. The values of the final optimized
parameters are: W1 = 4 mm, W2 = 3 mm, W3 = 1 mm, s =
0.75 mm, hair = 4.9 mm, P = 6 mm, Ls = 1.5 mm, and tdiel
= 0.8 mm. Fig. 4 compares the simulated transmission and re-
flection coefficients of the trilayer FSS using the EM simulator
and the equivalent circuit model. As can be seen, there is a good
agreement between EM simulation and the circuit simulation
results. Values of the circuit components were first calculated
by using microstrip theories, then extracted by performing curve
fitting using the EM simulation results.
The phase shift of the unit cell is achieved by simultaneously
varying the width (W1) of the patches printed on the first and
third layers. Thus, the synthesis of the unit cell is very simple
because it only has one variable. Fig. 5 shows the phase and
amplitude of the transmission coefficient of the unit cell shown
in Fig. 1 whenW1 varies. As shown, when theW1 changes from
1.8 to 4.8 mm, a 360◦ phase shift is obtained. Within most of
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Fig. 4. Transmission and reflection coefficients of the trilayer FSS using the
EM simulation and the equivalent circuit model.
Fig. 5. Phase and amplitude of the transmission coefficient of the unit cell
with varied values of W1 at 13.5 GHz.
Fig. 6. Simulated phase shift of the unit cell at different frequencies with
varied values of W1 .
this region, as indicated by the green dashed box, the insertion
loss is less than 0.5 dB. As will be presented later, this region
is used to design the central elements of the TA. Fig. 6 shows
the phase shift of the unit cell at different frequencies when W1
varies. As can be seen, within the 2 GHz frequency range, the
phase shift curves are parallel, which implies that the unit cell
provides a wideband response.
Fig. 7 shows the simulated transmission coefficient of the
unit cell with different incident angles. The unit cell has a very
stable response except for some slight shifting on the lower
cutoff frequencies when the incident angle increases to 40◦.
Despite that, the passband always covers the frequency band of
interests with low insertion loss.
III. DESIGN OF THE TA AND EXPERIMENTAL RESULTS
To validate the developed wideband TA unit cell, a prototype
TA antenna that operates at 13.5 GHz band with broadside
Fig. 7. Simulated transmission coefficient of the unit cell with different inci-
dent angles.
radiation is designed, fabricated, and measured. The dimension
of the TA is 90 mm × 90 mm × 8.1 mm, corresponding to a
thickness of 0.36λ13.5 GHz. There are 225 unit cells positioned in
a square aperture. A linearly polarized corrugated circular horn
antenna is used as the feed antenna and is placed at a distance
of 90 mm above the center of the planar array, corresponding
to a focal/diameter (f/D) ratio of 1. The gain of the feed horn is
about 15 dBi. The value of f/D was chosen to one considering
the illumination tapering at the edge of the TA surface is about
9 dB. The cross-polar discrimination (XPD) of the circular horn
antenna is around 25 dB.
The size of the square patchW1 is varied to obtain the desired
phase delays while the rest of the parameters remain unchanged.
As shown in Fig. 5, whenW1 varies from 2.8 to 4.6 mm, within a
phase shifting range of 250◦, the insertion loss is less than 0.5 dB.
Thus, to reduce the insertion loss and improve the radiation
efficiency of the TA, it is necessary to position these unit cells in
the center of the planar array where most of the incident energy
from the feed is concentrated. This is achieved by introducing an
additional reference phase (∆ph) when calculating the required
phase for each radiating element
∆ph = φ′ + φMax − φMin (1)
where φMax and φMin are maximum and minimum values of
the calculated φR within the aperture of the TA, respectively.
φ
′ is phase delay of the unit cell that has low insertion loss.
Fig. 8 shows a photograph of the fabricated prototype mounted
in the anechoic chamber. The circular horn antenna is fixed to
a circular plate where four 12 mm diameter Nylon rods are
attached to support the PCBs. During the measurement, the
metal plate is covered by microwave absorbers.
Fig. 9 shows the measured and simulated radiation patterns
of the TA in the E-and H-planes at 13.5 GHz. In general, there
is good agreement between the measurement and simulation
results. The measurement results show that the sidelobes are
at least 15 dB lower than the main beam. Compared to the
simulation results, the measured sidelobes are higher. There are
two reasons that cause this disagreement. The first reason is the
possible phase errors of the TA elements, which are from the
PCB fabrication and multilayer assembling inaccuracy. Another
reason is that the feed antenna has higher spillover than the
simulation, which is caused by the inaccuracy of the simulation
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Fig. 8. Fabricated prototype under measurement in the anechoic chamber.
Fig. 9. Simulated and measured radiations patterns of the prototype at
13.5 GHz in (a) E-plane and (b) H-plane.
model of the corrugated horn antenna and alignment tolerances
of the feed antenna. The measured XPD is higher than 20 dB
within the entire frequency band of interest. Considering that the
XPD of the feed antenna is around 25 dB, the cross polarization
of the TA is quite low. The simulated cross polarizations are
not shown in these figures because during the simulation one
ideal horn was used and the simulated XPD was higher than
55 dB. Fig. 10 shows the measured and simulated gain variation
of the designed TA within its operating frequency band. The
measurement shows that from 12 to 14.5 GHz, the gain variation
is within 1.5 dB, representing a fractional bandwidth of 18.5%.
The 1 dB gain variation bandwidth is 16%.
Fig. 10. Gain variation of the present TA.
IV. CONCLUSION
In this letter, a wideband TA with the reduced profile is
presented. By stacking two of the developed novel trilayer FSS
as the unit cell, the designed TA reduces its profile compared
to traditional designs while maintaining wide bandwidth and
promising efficiency. Good agreement between the simulation
and measurement results are obtained, showing that the TA has
16% 1 dB gain bandwidth with the maximum aperture efficiency
of 60%. The present design concept is scalable, and it can be
scaled to design TAs at different operation frequencies. More-
over, the developed unit cell has a symmetrical configuration
so it can also be applied to the design of dual-polarized TAs.
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